SPECIFICATION

GasVac® Solo GasVac® Solo+

Sample Points Single Line 1-8
Measurements
Sensors 1-5 1-4

Analogue

d4-20maA CANbLs -
GDS Combi system
Outputs Logging - Intervals, variable time,
Raoll ower f stop
Storage -
ZBB0 readings
Flow pump fail - 5.P.C.0.
Individual sensor alarm relays - optional
Relays Low ! High / Owerrange - Fault 5.P.C.0O.
Cabinet sensor - 5.P.C.0 - optional
Supply fail - 5.P.C.0. - optional
Power
Power
—— Purge

Indication Dirain OM

Sampling
Audible Alarm - -

Diata Link -

Communications - Drata Transfer {option)

Operating
Temperature

Storage
Temperature

Humidity

Ingress
Protection P66

Dimensions 200 x 600 x 210

Weight 25KG

&mm 0D 4mm ID
Standard Length S0M
Owption 100M

Sample Tube

Exhaust Port Bmim OD

Enclosure
Material

Colour

Standards - -

GasVac® 311 GasVac® 305 GasVac® 316 GasVac® 306
Single Line 1-48 1-33 1-20
Combustible Gas - LEL, % Vol
Toxic Gas - ppm % Vol
Croygen - % Vol Depletion # Enrichment
Refrigerant - ppm
1 1-8 1-8 1-4
4—21:':“;:'2&:;; P
DS Cormbi o= CAMbus - GDS Combi system
LA SAEM Logging - Intervals, variable time,
Logging - Intervals, Rall fek
variable time, S:JUEF g
Roll over / stop rage -
28B0 readings
Storage -
2880 readings Modus
Py contacts Dry contacts
1-{-:;”_";“;‘;3“ Global Low 5.P.C.O.
T Global High S.P.C.O.
ARy - Global Fault 5.P.C.O
energised - energised ALl 3 its
d Flow Fail 5.P.C.0.
':‘F"‘":‘"*h‘“"ﬁgdfd or Power Fail 5.P.C.O.
unlatc :
Flow Fail S.F.C.0. Cabinet Sensor 5.P.C.O.
230-115v AC - 24w DC
Twao line alpha Systemn Healthy
numeric back lit Main Power
display Standby Power
Power - Green LED High Gas Alarm
Alarms 1,2, 3 - Red Low Gas Alarm
LED's Lystem, Flow, Sensor Fail
Fault - Amber LED Comms Fail
Alarms Inhibit - Skip / Hold
Amber LED Sampling
1, 2, 3 and Fault
Alarms - .
mutable 8548 @ All Alarm Conditions
10cm
Modus 2 x R5485
CANDLS - Internal
- Data Link - Data Transfer {option)
4-20Ma Analoguwe Outputs
-10°C to +50°C
+5°C to +55°C
0-95 non condensing
1PS2 1Pa3
315W x 265H x 950 GO0W x BOOH x 3500  450W x 640H = 2700 450W x 400H x 2000
3.BKG a5KG 35KG 20KG

Emm 0D &mm ID
Max. Length 3008

2'10mm OD
Mild Steel

Ash Grey BSAD Powder Coat

Bmm 00 4mm 1D
Maoe. Length 200M

2famm 0D

- EME0945: 2002 Maritime General Reguirements



